© BREG Ce
I/' &
(. Agzsiﬁgsﬁf b INDUSTRIES.INC.

P/N 500207.

To enhance performance over
soft or uneven terrain.

NUT REPLACEMENT KIT
P/N 500208.

To repiace stripped or
damaged insert nuts in
engine bases.

BLADE BC2400
P/N 500210.
Original Equipment Blade
for replacement,

BELT TRACTION DRIVE
P/N 500119,
Traction Drive Belt
for BC2400

BELT BLADE DRIVE
P/MN 500220.
Blade Drive Belt
for BC2400

Thank You for Selecting

The Powerful BC2400 SELF-PROPELLED BRUSH CUTTER

Operator Owner's Manual
BC2400, BC2400H, BC2400IC

=) Specifications
BC2400 BC2400H BC2400IC
ENGINE: HP 8.5 (6.34 kW) 11 (8.20 kW) 10.5 (7.B3 kW)
ENGINE: TYPE B&S IIC HONDA B&S IiC
ENGINE: FUEL CAP. 3.04qt (284 L) 23qt (218L) 30qt (2841
ENGINE: OIL CAP. 1.10 gt (1.04 L) 1.20 gt (1.13 L) 148 qt. (1.4 L)
WEIGHT. UNIT 241# (109.3 kg) 258# (117.0 ko) 256# (116.1 ko)
WEIGHT: SHIPPING 263# (119.5 kg) 283# (128.6 kg) 267# (121.4 ko)
ENGINE WEIGHT. 53.0# (24.04 kg) 70.5# (32.0 kg) 66.0% (29.9 kg)
MAX. OPERATING SLOPE 15° 20° 15°
( UNIT SIZE: OVERALL LENGTH: 82.5%2.08 m) OVERALL WIDTH 32.0° (0.81m) OVERALL HEIGHT 43 (1.09m)
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